
FEATURES

COMPACT DESIGN
Measuring just 85 x 85 mm, Madoka is 
extremely compact and will easily blend into 
your room’s décor.

ADVANCED CONTROL
Using the ‘Daikin Madoka’ app^ advanced 
functions can be performed (Scheduling, Energy 
Saving Functions & Servicing).

SIMPLIFIED CONTROL
Basic functions can be performed using the 3 
on-screen touch buttons (Setpoint, Operation 
Mode etc.).

BUILT-IN SENSOR & STATUS INDICATOR
Featuring built-in temperature sensor & blue 
LED status indicator for convenient monitoring 
at a glance.

Madoka gives you perfect control over your individual 
climate. A minimalistic touch button controller with 
Bluetooth Low Energy (BLE) connectivity,^ Madoka 
features three navigational buttons* and a clutter-free 
display. Comfort is guaranteed in the most intuitive way 
imaginable.

Available in two attractive finishes (White or Black), 
Madoka adds style & class to any interior space.

*ON/OFF button is physical button
^Direct connection via Bluetooth Low Energy (BLE 4.2 or higher), App is available on Android (≥5.0) & iOS (≥8.0) devices

MADOKA
THE BEAUTY OF SIMPLICITY



SPECIFICATIONS FUNCTIONS LIST

MODELS BRC1H519W BRC1H519K

Casing Colour White
(RAL 9003 – glossy)

Black
(RAL 9005 – matt)

LED Operation 
Colour

Blue status indicator*

Dimensions H x W x D (mm) 85 x 85 x 25

Weight Kg 0.110

LCD Backlight Colour White

Maximum number of connectable indoor 
units

1 group (up to 16 indoor units

Wiring 
Connections

Connection to 
Indoor

P1, P2

Cable Size (mm2) 0.75 – 1.25

Ambient 
temperature

Operation -10 – 50°C

Relative Humidity <95%

Storage -20 – 70°C

Backup for Power Failure Yes – clock stays synchronised for up to 48 
hours 

Bluetooth Wireless Technology Bluetooth Low Energy 4.2 or higher

App for Advance Settings Madoka

App Operation System Apple iOS 8.0 or higher, Android 5.0 or higher

Controller Compatibility SkyAir & VRV indoor units with P1, P2 
connection

Madoka 
Controller Madoka App

Functions BRC1H519W(K) Advanced User Installer Mode

Operation ON/OFF   
Operation Modes   
Setpoint   
VAM Control   
Fan Speed (5 Steps & 
AUTO)   

Airflow Direction   
Indoor Temp. Display   
Date & Time   
Error Code   
Filter Indication   
Setpoint Range Limit   
Setpoint Auto Reset   
Setback   
Auto Clean Filter Control   
Presence Sensor 
Settings   

Quick Start   
Quiet Operation   
Off Timer   
Weekly Schedule Timer   
Holiday Mode   
Outdoor Temp. Display   
Energy Consumption   
Controller Lock/Prohibit   
Maintenance Info (ODU 
model etc.)   

Field Settings   
Duty Rotation   
Error History   
Unit Status & Operation 
Hours   

Test Operation   
Forced Fan ON/Defrost   
Addressing   
Setting Migration   

Notes:
1.   The Rated Capacity, Power Input and Running Current are determined under conditions T1 (cooling) or H1 (heating) of AS/NZS 3823.1.1
 Cooling: Indoor temp: 27°CDB/19°CWB, Outdoor temp: 35°CDB/24°CWB
 Heating: Indoor temp: 20°CDB/15°CWB, Outdoor temp: 7°CDB/6°CWB
2. The cooling (or heating) output capacity will be reduced below the rated value as the outdoor temperature approaches the maximum (or minimum) outdoor temperature operating range limit.
3. The specifications, designs & information in this flyer are subject to change without notice. Unit colours shown are as close as possible to actual unit colours. Colours depicted in this flyer may vary slightly.

Daikin Australia Pty Limited   ABN 62 000 172 967  
For all Sales enquiries, email: sales@daikin.com.au 
For Customer Service or  Technical Support, call: 1300 368 300 Visit daikin.com.au

SPECIFICATIONS

CONTACT

Stay Connected!

INDOOR UNIT FTXS20LVMA FTXS25LVMA FTXS35LVMA FTXS46LVMA FTXS50LVMA FTXS60LVMA FTXS71LVMA FTXS85LVMA FTXS95LVMA
OUTDOOR UNIT RXS20LVMA RXS25LVMA RXS35LVMA RXS46LVMA RXS50LVMA RXS60LVMA RXS71LVMA RXS85LVMA RXS95LVMA

Rated Capacity
Cool (kW) 2.0 2.5 3.5 4.6 5.0 6.0 7.1 8.5 9.4

Heat (kW) 2.7 3.4 4.0 5.1 6.0 7.0 8.0 9.0 10.5

Capacity Rating 
Cool (kW) 1.3-2.8 1.3-3.2 1.4-4.0 1.7-5.3 1.7-6.0 1.7-6.7 2.3-8.5 3.0-10.5 3.0-11.2

Heat (kW) 1.3-4.3 1.3-4.7 1.4-5.2 1.7-6.8 1.7-7.7 1.7-8.0 2.3-10.0 3.0-11.2 3.0-11.7

Indoor Airflow Rate 
(Hi)

Cool (I/s) 162 177 188 203 305 320 352 397 378

Heat (I/s) 175 192 200 215 323 353 360 402 415

Indoor Fan Speeds 5 steps, quiet and automatic

Energy Label/ 
Star Ratings

Cool 4 4.5 3 2.5 3 2.5 2 2 2

Heat 4 5 4.5 2.5 3.5 3.5 2.5 2.5 2

Front Panel Colour White

Power Supply 1 phase, 220-240, 50Hz

Power Input 
(Rated)

Cool (kW) 0.45 0.54 0.91 1.25 1.32 1.69 2.08 2.58 2.88

Heat (kW) 0.61 0.70 0.88 1.37 1.47 1.73 2.18 2.51 3.22

E.E.R./C.O.P. Cool/Heat 4.44/4.43 4.63/4.86 3.85/4.55 3.68/3.72 3.79/4.08 3.55/4.05 3.41/3.67 3.29/3.59 3.26/3.26

A.E.E.R./A.C.O.P Cool/Heat 4.37/4.37 4.57/4.81 3.81/4.51 3.66/3.70 3.77/4.06 3.53/4.03 3.40/3.66 3.28/3.57 3.25/3.25

Dimensions          
(HxWxD)

Indoor (mm) 295x800x215 340x1050x248 340x1200x240

Outdoor 
(mm)

550x765x285 735x825x300 770x900x320 990x940x320

Weight
Indoor (kg) 9 10 10 10 14 14 14 17 18

Outdoor (kg) 31 34 34 46 46 46 71 80 82

Compressor Type Hermetically sealed swing type

Refrigerant Type R410A

Max Pipe Length (m) 20 20 20 30 30 30 30 30 30

Max Level 
Difference

(m) 15 15 15 20 20 20 20 20 20

Pipe Sizes 
Liquid (mm) 6.4 6.4 6.4 6.4 6.4 6.4 9.5 9.5 9.5

Gas (mm) 9.5 9.5 9.5 12.7 12.7 12.7 15.9 15.9 15.9

Outdoor Operating 
Range (outdoor 
temp)

Cool (°CDB) 10 to 46

Heat (°CWB) - 15 to 18

Indoor Sound Level 
(H/SL)

Cool (dBA) 38/22 40/22 42/23 44/32 46/32 48/33 51/34 49/37 51/38

Heat (dBA) 39/25 40/25 42/26 42/30 45/30 48/30 49/32 49/35 50/35

Outdoor Sound 
Level (H/SL)

Cool (dBA) 46/43 47/43 49/44 47/44 47/44 49/46 52/49 54/51 54/50

Heat (dBA) 47/44 48/44 49/45 48/45 48/45 49/46 53/49 55/51 55/51

Outdoor EPA Sound 
Power Level (H)

Outdoor 
(dBA)

61 62 63 62 62 63 67 69 69

CONTACT

*Can be switched off

Visit daikin.com.au


